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Touch - simple yet so powerful.

Touch screens have become the most popular
interactive user interface in recent years -
convenient, easy to use and intuitive. Simply
by a light touch, navigate through menus,
activate, control and monitor your entire
electronic system - keyboard and mouse are
no longer needed.

CyberTouch offers a variety of off-the-shelf
touch screen LCD monitors readily available
for all your applications.

Discover the power of touch...
          get in touch with CyberTouch.

OrionAV
Desktop/Wall Mount

OrionAV is a touch screen LCD monitor
that enables you to operate and control
any computer application with a simple
touch. Resistive technology allows
activation with a touch of a finger,
gloved hand, or any stylus. Available
in sizes of up to 42” diagonal, OrionAV
offers wide viewing angles and bright
crisp images.

OrionAV is VESA compatible and may
be mounted on a wall, placed on a
table, a shelf or a stand. Built-in
speakers and stands are optional. Ideal
for vertical markets such as corporate,
education, medical, healthcare,
government, and houses of worship.
OrionAV delivers outstanding solutions
for digital signage and way finding.

Offered in Wide Screen, 16:9 and
Standard, 4:5 formats, OrionAV ranges
ranges in sizes from 10.4” to 42”
diagonal.  Touch screen communicates
in USB or Serial.



SolaAV is an open-frame, rear-mount,
touch screen LCD monitor designed to
provide  AV professionals freedom to
create custom touch systems from the
ground up. High quality LCD offers bright
and crisp images.

Ideal for variety of custom applications,
SolaAV is the perfect solution when
housing or cabinetry does not offer ample
space for conventional touch screen LCD
integrations.

SolaAV serves vertical market segments
such as corporate, education, healthcare,
government, and houses of worship. It is
the perfect choice for interactive kiosks,
home and office automation, video
conferencing, Point-of-Sale terminals,
security and surveillance, video and audio
editing and mixing.

Offered in Wide Screen, 16:9 and
Standard, 4:5 formats, SolaAV ranges in
sizes from 6.4” to 42” diagonal.  Touch
screen communicates on USB or Serial.

EclipseAV
Panel Mount/Front Mount

SolaAV
Open Frame/Rear Mount

EclipseAV is a touch screen LCD monitor
specifically designed for low-profile and
flush-mount applications, it extends less
than a 0.25” when installed. This low-
profile feature makes EclipseAV the
ultimate solution for integration into
walls, cabinets, desks and tables. The
bezel may be customized to become
fully integrated with the surrounding
environment. High quality LCD offers
bright and crisp images.

Ideal for vertical market segments such
as corporate, education, healthcare,
government, and houses of worship.
EclipseAV is the perfect choice for
interactive kiosks, Point-of-Sale terminals,
security and surveillance, video and
audio editing and mixing.

Offered in Wide Screen, 16:9 and
Standard, 4:5 formats, EclipseAV ranges
in sizes from 6.4” to 42” diagonal. 
Touch screen communicates in USB or
Serial.



E2001X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
20.1”
300
1600x1200
VGA

E1900X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
19”
300
1440x900
VGA/DVI

E1701X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
17.1”
250
128x1024
VGA

O4200X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
42”
500
1366x768
VGA/DVI

O3200X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
32”
500
1366x768
VGA/DVI

O2400X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
24”
500
1280x1024
VGA/DVI

O2001X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
20.1”
250
1600x1200
VGA/DVI

O1900X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
19”
300
1440x900
VGA/DVI

O1701X OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
17.1”
250
128x1024
VGA

OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
10.4”
150
800x600
VGA

O1041X

E1501X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
15”
250
1024x768
VGA

E1041X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
10.4”
300
640x480
VGA

E6401X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
6.4”
300
640x480
VGA

S1501X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
15”
250
1024x768
VGA

S1041X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
10.4”
300
640x480
VGA

S6401X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
6.4”
300
640x480
VGA

SolaAV specificationsEclipseAV specificationsOrionAV specifications

EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
17”
450
1280x768
VGA

E1700X

When ordering replace X with either S for serial or U for USB

S2001X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
20.1”
300
1600x1200
VGA

S1900X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
19”
300
1440x900
VGA/DVI

S1700X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
17”
450
1280x768
VGA/DVI

S1701X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
17.1”
250
128x1024
VGA

E4200X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
42”
500
1366x768
VGA/DVI

E3200X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
32”
500
1366x768
VGA/DVI

E2400X EclipseAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
24”
500
1280x1024
VGA/DVI

S3200X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
32”
500
1366x768
VGA/DVI

S4200X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
42”
500
1366x768
VGA/DVI

S2400X SolaAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD Wide Screen
24”
500
1280x1024
VGA/DVI

OrionAV
Type
Size, Diagonal
Brightness, Nits
Resolution, H x V
Input Signal

LCD 4:5
15”
250
1024x768
VGA

O1501X



Corporate

Education

Medical & Health Sciences

Entertainment

Houses of Worship

Government/Legal

Retail

Restaurant

Event Staging

Rentals

Security & Surveillance

Home Automation

Home Theaters

Transportation

Hospitality

Museums

Gaming

Large Venue

> Interactive Digital Signage

> Interactive Way Finding

> Interactive Kiosks

> Point-of-Sale Terminals

> Security and Surveillance

> Home and Office Automation

> Film Editing, Sound Mixing

> Motion Control

Markets and Applications
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CyberTouch is the leading US designer,
manufacturer and marketer of touch screens, LCD
touch screen monitors, and touch systems. Founded
in 1982, CyberTouch serves the Audio Visual,
industrial, medical, aerospace and commercial
electronics industries.

Get in touch with us - get in touch with CyberTouch.

CyberTouch • 853 Lawrence Drive • Newbury Park,
California • 91320-2232, U.S.A. • 805.499.5000
cybertouch.com


